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I Toets Features

VIEWBOARDS

I Product Omschrijving

ViewBoard IFP6535-1-1C

The first Android 16 interactive display features EDLA certification and a powerful octa-core CPU.
Built-in ViewSonic Education Software supports dynamic learning and enriched classroom experiences.
64-point advanced touch recognition and palm rejection enhances interactivity and collaboration.
USB-C with 65W power delivery simplifies display, audio, touch, and network connectivity.

Light and motion sensors automatically adjust brightness for better energy efficiency and panel lifespan.
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Experience fast, smooth, and reliable performance in every class with the ViewBoard® IFP35-1 Series. Available in 65", 75", and 86" models, it's powered by an octa-core CPU with up to 128GB storage. EDLA-certified Android 16

ensures secure access to Google Play apps and a responsive system for effective teaching. Integrated ViewSonic Education Software includes tools for whiteboarding, wireless casting, and device management, helping teachers

create interactive and engaging lessons while streamlining IT workflows. Built-in ambient light and motion sensors complete the experience, optimizing brightness, conserving energy, and extending panel life for smarter, more

efficient classrooms.

DISPLAY
Paneelgrootte:

Paneeltype:

Weergavegebied (mm):

Aspectratio:
Resolutie:

Colors:

Helderheid:
Contrastverhouding:
Reactietijd:
Kijkhoeken:

Levensduur

achtergrondverlichting:

Bezoek Gebruikers

65"

TFT LCD Module with DLED Backlight
1428.48mm(H) x 803.52mm(V)(64.5" diagonal)
16:9

UHD 3840 x 2160

1.078 colors (8bit+FRC)

450 nits

5000:1 (max. with DCR enabled)

6.5ms

H=178° V = 178° typ.

50,000 Hours

Opp a : 9H, Anti-glare coating
Oriéntatie: Landscape

PLATFORM

Processor: Octa-Core CPU

RAM: 8GB

Opslag: 128GB
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Type A:

Type B:

Type C:

SPEAKERS

x5 (Front x2 and Rear x2 with USB3.2 Gen 1, all support SmartPort USB ; Rear x1 with L
system update)

x2 (Front x1 and Rear x1 with USB 3.2 Gen 1 connectors, Touch 1 with 3.2 data and Tout

x2 (Frontx1 with USB 3.2 Gen 1, DP1.2, Ethernet 100M, PD 65W; Rearx1 with USB 3.2 C
Ethernet 100M, PD 15W)

50W (25W x 2 front soundbar) Max, 40W (20W x 2 front soundbar) Average
INGESLOTEN BESTURINGSSYSTEEM

EDLA-Certified with Android 16

BUNDLED SOFTWARE

Basis y Vi for Android

Pro y Vi for Windows in VPC)
Draadloze presentatie: AirSync

Device Management: Manager

ViewSonic Launcher: Yes

SPECIALE EIGENSCHAPPEN
All-in-one USB port:

Eenvoudig delen via LAN tussen
IFP en slot-in-apparaat:

USB 3.2 Gen 1 “SmartPort USB” to all channels

10/100/1000M (USB Type-C 10/100, Android & PC 10/100/1000)



10UCH
Type:
Touch resolutie

Touch punt:

Paim Rejection:

INPUT
HDMI:

RGB/VGA:
DisplayPort:
Audio:
RS2832:
SD/SDHC
OPS:

OUTPUT
HDMI:
Audio:
SPDIF:

LAN
RJ45:

Light Sensor: Yes
Ultra Fine Touch Technology (IR Recognition)
PIR Sensor: Yes
32767 x 32767
STROOM
Up i G2 bt 6l et Spanning: 100-240VAC +/- 10% Wide Range
Yes Consumptie: On: 69.56 W ; Off:< 0.5 W
ERGONOMICS
X3 (Frontx1: HDMI 2.1 4K@60Hz with CEC ; Rearx2: [(HDMI2.1 4K@60Hz with CEC, ARC)x1+(HDMI2.1 )
T B Wandmontage (VESA®): 600 mm x 400 mm
x1 OPERATING CONDITIONS
“ Temperatuur (° O): 0°C to 40°C
“ Luchtvochtigheid: 20% ~ 80% RH Non-Condensing
x| AFMETINGEN (B X H X D)
Fysiek (inch/mm): 58.58 x 35.2 x 3.96 in / 1488 x 896.3 X 98 mm
x1 TF Card Slot (Micro SD)
Verpakking (inch / mm): 63.78 x 39.80 x 7.05 in / 1620 x 1011 x 179 mm
x1 PC Slot
WEIGHT
Netto (Ib / kg): 63.27 Ib / 28.7 kg
X1 (HDMI 2.1 4K@60Hz)
Bruto ( Ib/kg) 70.70 1b / 35.7 kg
x1 (Line out)
REGULATIONS
X1 (Optical)
cTUVus, EPEAT Silver, BSMI, TGM, LBL, FF, REACH , WEEE, FCC_ICES003, ES8.0, CE_EMC, CB, EAC, UKr,ErP-EEL
2 ENERGY STAR VERSIE
X
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